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NATION AEROSOL PRODUCTS COMPANY -- ORANGE FLUORESCENT, 38903  -- 8010-00-958-8148
=====================  Product Identification  =====================

Product ID:ORANGE FLUORESCENT, 38903
MSDS Date:01/01/1985
FSC:8010
NIIN:00-958-8148
MSDS Number: BFZFC
=== Responsible Party ===
Company Name:NATION AEROSOL PRODUCTS COMPANY
Address:2193 E 14TH STREET
City:LOS ANGELES
State:CA
ZIP:90021-2843
Country:US
CAGE:MO369
=== Contractor Iden
tification ===
Company Name:NATION AEROSOL PRODUCTS COMPANY
Address:2193 E 14TH STREET
Box:City:LOS ANGELES
State:CA
ZIP:90021-2843
Country:US
CAGE:MO369
Company Name:NATIONAL AEROSOL PRODUCTS CO SUB OF GROW GROUP INC
Address:2193 E 14TH STREET
Box:City:LOS ANGELES
State:CA
ZIP:90021-2843
Country:US
CAGE:59986

=============  Composition/Information on Ingredients  =============

Ingred Name:PIGMENTS
Fraction by Wt: 22%

Ingred Name:ACRYLIC RESINS(HIGH GRADE ACRYLIC OR STYRENE-ACRYLIC RESIN
    



AS VEHICLE)
Fraction by Wt: 15%

Ingred Name:PERCHLOROETHYLENE (TETRACHLOROETHYLENE)  (SARA III)
CAS:127-18-4
RTECS #:KX3850000
Fraction by Wt: 29%
OSHA PEL:100 PPM
ACGIH TLV:25PPM/100,A3 STEL;94
EPA Rpt Qty:100 LBS
DOT Rpt Qty:100 LBS

Ingred Name:ALIPHATIC HYDROCARBONS(PROPELLANTS)
Fraction by Wt: 34%
ACGIH TLV:500 PPM,MFR

=====================  Hazards Identification  =====================

Effects of Overexposure:INH:HDCH, NAUS, DIZZ. SKIN:IRRIT. EYES:IRRIT.

=======================  First 
Aid Measures  =======================

First Aid:INH:MOVE TO FRESH AIR. SKIN: FLUSH W/LARGE AMOUNTS OF WATER.
    REMOVE CONTAMINATED CLOTHING. EYES:FLUSH W/CLEAN WATER AT LEAST 15
    MINS. CALL MD.

=====================  Fire Fighting Measures  =====================

Flash Point:43F,6C PMCC
Extinguishing Media:CARBON DIOXIDE,DRY CHEMICAL,FOAM.
Fire Fighting Procedures:SCBA SHOULD BE WORN BY FIREFIGHTERS
Unusual Fire/Explosion Hazard:WATER SHOULD BE USED TO COOL CONTAINERS
    EXPOSED TO FIRE.

==================  Accidental Release Measures  ==================

Spill Release Procedures:AVOID BREATHING VAPORS, EXTINGUISH IGNITION
    SOURCES IN IMMEDIATE AREA. AVOID CONTACT W/LIQUID.

======================	Handling and Storage  ======================

Handling and Storage Precautions:DO NOT STORE AT ELEVATED TEMPERATURE.
    CLOSE CONTAINERS AFTER USE.

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:NIOSH/MSHA APPRVD
Ventilation:ADEQUATE 



TO KEEP CONCENTRATION BELOW GIVEN TLV.
Protective Gloves:SOLVENT RESIST.
Eye Protection:SOLVENT RESISTANT
Other Protective Equipment:NORMAL PROTECTIVE CLOTHING.
Supplemental Safety and Health
ALSO CONFORMS TO A-A-713. BP:80-154C.

==================  Physical/Chemical Properties  ==================

HCC:V3
Boiling Pt:B.P. Text:176-310F
Vapor Pres:UNK
Vapor Density:>1.0
Spec Gravity:1.0650
Evaporation Rate &amp; Reference:


